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PART NAMES
FRONT VIEW

. 

 Turntable and support must
 

be
 

in
 

place
 

when
 using the oven. The turntable may be removed for cleaning.
Turntable  The turntable support 
must be in place when using the oven.

Tall  Rack

 

Short

 

Rack

 

 Broiler Element

  

Convection  Element

Door hinges

1.

1  Menu Label

Safety interlock system 
2. Door assembly

3.
4.
5.

6.
78

7.
8.
9.
10.
1.

Turntable installation
Hub (underside)

Glass tray

Turntable ring assembly

Turntable shaft

A) Do not place the glass tray upside down. The tray should be able to rotate freely.

B) Both the glass tray and turntable ring assembly must always be used while in all modes.

C) Place all food and food containers on the glass tray for microwave cooking. For 
convection, and auto roast cooking, use a grill rack on top of the glass tray.

ring assembly.

Glass tray.

If glass tray or turntable ring assembly cracks or breaks, contact your nearest authorized service center. D)

Observation window

1

2 3
4

56

9

10

11

900

Veggies
Veggies

Casserole 10.5 oz Serving

  

  Exhaust Duct 

Front Frame Assembly

Screw A - Short Screws

Screw B - Long Screws

Rail 

Rear Duct

Sold Separate: Built in Trim Kit EMTK3011AS
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CONTROL PANEL

Words in the lower portion of the display will light to indicate what function is in progress.

(1)	 Display:
The display includes a clock and indicators that 
show the time of day, cooking time settings, cook 
powers, sensor, quantities, weights and cooking 
functions selected.
1a. SENSOR:
Icon displayed when using sensor cook.
1b. TIMER:
Icon displayed when timer is being set or running.
1c. COOK:
Icon displayed when starting microwave cooking.
1d. DEFR:
Icon displayed when defrosting food.
1e. LOCK:
Icon displayed in control lock.
1f. PRESS AGAIN FOR OPTIONS:
Icon displayed when additional options are 
available.
1g. PRESS START:
Icon displayed when a valid function can be started.
1h. kg, oz, lb:
Icon displayed when choosing the weight.
1i. CONVECT:
Icon displayed when choosing convection with

2

3

4

11 9 7 5

10 8 6

18

17

13 15 16

12 14 19

 NOTE
It is common to hear noise
 when door is opening.

1j . MICRO+CONVECT:
Icon displayed when choosing combination cooking.

preheating or convection without preheating.



j

(2) Sensor Reheat (P16)
(3) Melt/Soften (P14)
(4) Sensor Cook (P16)
(5) Keep Warm (P21)
(6) Convect Cook (P17)
(7) Defrost (P19)
(8) Combi cook (P18)
(9) Popcorn (P14)
(10) Microwave Settings (P20)
(11) Clock Settings (P13)
(12) 
(13) 
(14)  (P21)
(15) Cook Time (P21)
(16) Convection Cook/Number (P17)
(17) Power level (P13)

(18) 

(19) Open the door
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MICROWAVE SETTING

(1) Setting Volume

Touch: Display Shows:

(3) Setting Weight Lb/KG

Touch: Display Shows:

(2) Setting Clock display

Touch: Display Shows:

 

 NOTES

heat

(5) Setting DEMO

Touch: Display Shows:

(4) Setting Language

Touch:                                       Display Shows:

X4

X4

5

Demo mode microwave and convection heater will not 
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CONVENIENT FEATURES
(6) KEEP WARM

Touch: Display Shows:

(7) Using Add 30 Sec.
Suppose you want to cook for one minute.

Touch: Display Shows:

Time counting down

(8) Multi Stage Cooking
Stage one 5:00 PL -HI, stage two 3:00 PL -80

Touch: Display Shows:

(9) Lock-out function for children
Lock: In waiting state, press , there will be “beep” 
twice denoting entering into the children-lock state and 
lock indicator will light, screen will display current time. 
Un-lock: In lock state, press , there will be “beep” 
twice denoting that the lock is released, and the lock 
indicator will disappear.

(10) Using Ready Set
Microwave heating or cooking may be quickly set at 
100% power level from 1 to 9 minutes. Use the number 
keys 1-9 to choose the desired minutes of cook time  
(this option will only work using the 1 to 9 numeric pads):

Example: to quickly heat for 2 minutes 
at 100% power:

Touch number pads 1-9 for desired 
minutes of cook time.

Note: the Ready Set function cannot be set when 
using the Defrost (by weight) feature.

 NOTE
“Food” will be displayed if a quick start cooking cycle 
key is pressed more than 5 minutes after the microwave 
oven door is closed. You must open then close the door 
again to clear ''Food'' from the display.
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CLEANING AND CARE

EXTERIOR
The outside surface is precoated steel and plastic. 
Clean the outside with mild soap and water; rinse 
and dry with a soft cloth. Do not use any type of 
household or abrasive cleaner.

DOOR
Disconnect the power cord or deactivate the oven 
with setting Child Lock  before cleaning to prevent 
unexpected manipulation. 
Wipe the window on both sides with a soft cloth 
to remove any spills or spatters. Metal parts will be 
easier to maintain if wiped frequently with a soft cloth. 
Avoid the use of spray and other harsh cleaners as 
they may stain, streak or dull the door surface. 

INTERIOR
Cleaning is easy because little heat is generated 
to the interior surfaces; therefore, there is no 
baking and setting of spills or spattering. To clean 
the interior surfaces, wipe with a soft cloth and 
warm water. DO NOT USE ABRASIVE OR HARSH 
CLEANERS OR SCOURING PADS. For heavier soil, 
use baking soda or a mild soap; rinse thoroughly with 
hot water. The rack can be cleaned with hot soapy 
water, rinsed and dried.

WAVEGUIDE COVER
The waveguide cover is located on the ceiling in 
the microwave oven cavity. It is made from mica so 
requires special care. Keep the waveguide cover 
clean to assure good microwave oven performance. 
Carefully wipe with a damp cloth any food spatters 
from the surface of the cover immediately after they 
occur. Built-up splashes may overheat and cause 
smoke or possibly catch fire. DO NOT REMOVE THE 
WAVEGUIDE COVER. 

ODOR REMOVAL
Occasionally, a cooking odor may remain in the 
microwave oven. To remove, combine 1 cup water, 
grated peel and juice of 1 lemon and several whole 
cloves in a 2-cup glass measuring cup. Boil for several 
minutes using 100% power. Allow to set in microwave 
oven until cool. Wipe interior with a soft cloth.

The metal turntable tray and ceramic tray can be 

They are also dishwasher-proof. Use upper rack of 
dishwasher. The turntable motor shaft is not sealed, 

Disconnect the power cord before cleaning or leave the door open to deactivate 
the oven during cleaning.

 

 

EASY CARE™  STAINLESS STEEL / 
SMUDGE _PROOF™ STAINLESS STEEL / 
BLACK STAINLESS STEEL(SOME MODELS) 

Steel finish or coating. Clean the stainless with warm 
soapy water using a clean sponge or cloth. Rinse with 
clean water and dry with a soft clean cloth. DO NOT use 
ANY store bought cleaners like Stainless Steel cleaners 
or any other types of cleaners containing any abrasive, 
chlorides, chlorines or ammonia. It is recommended to 
use mild dish soap and water or a 50/50 solution of 
water and vinegar. 

METAL TURNTABLE TRAY AND CERAMIC TRAY;;

removed for easy cleaning. Wash them in mild, sudsy water.

so excess water or spills should be wiped up immediately. 

TOUCH CONTROL PANEL
Care should be taken in cleaning the touch control panel. 
If the control panel becomes soiled, open the microwave 
oven door before cleaning. Wipe the panel with a cloth 
dampened slightly with water only. Dry with a soft cloth. 
Do not scrub or use any sort of chemical cleaners. Close 

WARNING

Your microwave oven (some models) may have a Stainless 

door and touch CANCEL.










